2019 TOYOTA TUNDRA HINIKER SNOWPLOW SELECTION GUIDE
MOUNTING KIT & HEADLIGHT ADPTER KIT REQUIREMENTS, AND MINIMUM FRONT GROSS AXLE WEIGHT RATING (FGAWR)

Trip-Edge
Mid-Size Straight Full-Trip Straight Scoop Plow C-Plow Trip-Edge Straight V-Plow Straight
TOYOTA 702 752
2019 Tundra 702ss 752ss 7812 7912 9285 9295
2753 2803 2853 6812 6912 8802 8902 7812SS 7912SS 9385 9395 10331
7 712 712 8 81/2' 8 9 8 9 8 9 81/2' 91/2' 10'
Requires QUICK-HITCH Mount Kit 25012508 N/A
Minumum Front GAWR for Plow Models
Long 5.7L Gas 4000 4000
Standard
Cab
Standard | 5.7L Gas 4000 4000
Long 5.7L Gas 4000 4000
Double Cab
standard | “8/5TH | 4000 4000
Gas
Crew 46/5.7L
Cab Short Gas 4000 4000
Headlight Adapter Kit Use headlight adapter kit 38813038 for Halogen Headlights, 38813161 for LED Headlights

The truck attached equipment and ballast should not exceed the front axle or total vehicle weight rating.

Ballast may be required for snowplow applications.
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